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RD024 SSU RD025 SSU QR

Product Description
RD022/ RD023/ RD024/ RD025 Upright/Pendant are Standard/Quick 
Response frangible glass bulb automatic sprinklers. They are CE
marked, LPCB, FM and VdS approved, UL listed, standard orifice fire
sprinklers for installation in fire sprinkler systems. Designed in 
accordance with standard installation rules, e.g. NFPA13, 
EN12845 or the requirements of the aurothity having jurisdiction. 
Upright sprinklers produce a hemispherical water distribution pattern 
below the deflector. In a fire condition the heat causes the fluid in the
glass bulb to expand which shatters the glass and releases the spring
 seal assembly. Water flows from the orifice onto the sprinkler deflector
which diffuses the water into a uniform spray pattern which 
extinguishes or controls the fire. 

Standard Response – RD022 & RD024
Nominal Operating Temperatures: Bulb Colour:

155ºF (68ºC) Red
175ºF (79ºC) Yellow
200ºF (93ºC) Green
286ºF (141ºC) Blue

Quick Response – RD023 & RD025
Nominal Operating Temperatures: Bulb Colour:

155ºF (68ºC) Red
175ºF (79ºC) Yellow
200ºF (93ºC) Green

Technical Details:

K factor: 80 (5.6)
Standard

T available on special order)
Maximum Working Pressure: 175psi (12bar)
Factory Pressure Test: 100% at 500psi (34bar)
W
Fitted with bulb protector.
(Remove after installing sprinkler)

Standard Finishes:
Plain (Natural)
Chrome
Epoxy Powder Polyester - White
(Other RAL colours available on 

Accessories:
Single Piece Escutcheon (Rosette)
Adjustable Escutcheon (Rosette)
Sprinkler Guard
Series 20 Sprinkler Wrench

286ºF (141ºC) Blue

special order)

135ºF (57ºC) Orange

135ºF (57ºC) Orange

15mm (1/2”) Upright/Pendant Sprinklers
Model: RD022/ RD023/ RD024/ RD025

Standard/Quick Response with 5mm/3mm Glass Bulbs
K5.6 (80 ), 1/2” Pipe Thread

  Ref. 566/d                  EN 12259-1

RD022 SSP RD023 QR
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Design Coverage:
For sprinkler coverage area and placement refer to NFPA 13 standards or other Installation rules for  automatic sprinkler 
systems as required by the  authority having jurisdiction.  The following details are provided for information only.

Minimum Operating
Pressure = 7psig (0.5 Bars)

Flow Characteristics

Spray Upright for installing
only in upright position
giving hemispherical
discharge below the
��������	
���	����	��	��
water being discharged
upwards.

RD022 & RD023

RD024 & RD025

 RD024 & RD025  
SSU & QR SSU

34.3mm
(1.11/32”)

m
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  Ref. 566/d                  EN 12259-1

Spray Pendent for installing 
only in pendent position
giving hemispherical
discharge below the 
��������	
���	����	��	��
water being discharged 
upwards

RD022 & RD023
SSP & QR SSP

30.2mm
(1.3/16”)

m
m55

)”61/3. 2(

Figure A   Figure B

* Bulb sizes shown for reference only.
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Installation:
. All Rapidrop sprinklers must be installed and maintained 

in compliance with this document and according to the 
installation standards, EN 12845, or local rules and 
������������	
����	���	��������	��	��� ���������	������
jurisdiction. It is the installe r �	�������������	��	�������	��	
����	���������	���	�������������	����������	����	���
������������	
�	����	���	
�������.

2. T�	������	����	���	�������	��
	�����������	��	����	���	
������	������	����	��	��������	������

3. T�	�����	���������	������	���	���������	����	��	
�������	�����	���	������	��	��	����� ���	�������	
���������	����	��	��������	!�	�����	��	�	���	����	���	
��������	�������	������	���	�������r�	����	��
	����	"����
compound or tape and re-install.

4. �
���	�����	����	���	���������	���	���	�������	�����	
�����	������	�����	�����������	���	�����������	�������	
prior to commencing installation.

5. Upright sprinklers must be mounted in upright position 
and Pendent sprinklers must be mounted in pendent 
position.

.	#��	���	���$���������	����	"����	��������	��	&T����'
tape. ����	��	�*�����	�������	���.

7.	;���	�������	���	��������	����	���	�������	����	���	���	
correct sprinkler wrench (Rapidrop Series 20  See Figure 

)	��	�������	���	��������	����	���	�������	<�����	����	���	
��������	
�����	�����	��	���	
�����	����	
���	�������-
ing the sprinkler. A	���	�����	"����	��������	���	=�>	��	?=	
H�	JX	��	?Z	������[	�������	���� A	���������	�����	��	\�]>	
��	?^�X����	J?Z	��	^_	���[	��������	�������	�	?>`��	J\z[	
�����	
�	������	��������	������� T�����	����	����	
^=H�	J^?	������[	���	�������	���	������	���	���	�����	��
leakage.

. Remove sprin ler bulb protector before
the sprin ler system is put into service.

Care an  Maintenance:
{��������	����	��	�������	������	���	������	
����	
������������	
�	���	�*����	?``|}~]_|�	���	����	����	
�����	��	��������	������	������	��	�����
���	�������	
�����	������	���	�������.

��	���	�����	���������	
����	����	����	�������	��	
�������	��	���	
��.

���	����������	����	��������	��	��� ���������	������	
jurisdiction contain guidelines on minimum inspection 
and maintenance requirements to assist owners 
������	�����	�������������	��	������	���������	���	
��������	�������	���	����������	��	������	���������
condition.

arranty:
W�������	������	��	���	����	����	���	����	��	shipment.
}��	��	������	�����	�����	��	��� terms and conditions 
��	����

Or ering Information:
{�������	�����	������	�����	�����	������������
���������	������	��� �������	������	��������� �
���	
order and use a Series 20 W�����	���	��������	�����	
sprinklers.
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